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SeaSmart G2 adapter firmware can be updated using internal SD Memory cards. New 

Firmware files are copied to SD card, inserted into unit, and powered cycled to perform 

the update. After the update is successfully completed, firmware files will be erased from 

SD card to prevent repeating the update cycle. 

 

First, download latest version of SeaSmart G2 firmware from support web site at 

www.seasmart.net/support to local storage. 

 

 
 

http://www.seasmart.net/support
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Select correct firmware file to match device and choose ñSAVE ASò 

 

 
 

Next select folder location to store compressed .zip file 
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The firmware files are compressed in a .zip format so they can be safely downloaded 

from the internet or email services. They folder will need to be unzipped (extracted) to 

recover the two necessary update files. 

 

 
 

Right-click the .zip file and choose ñExtract Allò 
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Select the ñEXTRACTò button 

 

 
 

Once files are unzipped ï there will be two Firmware files that will be copied to the root 

of the SD card 
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Insert the SD card in to PC for copying FW files on to. There may be a Folder already on 

the SD card if was previously used with a SeaSmart adapter. It will contain any Log files. 

Just leave alone and copy the firmware files in the same root directory. Do not copy them 

inside any subfolders on the SD card. 

 

 
 

SD card is now prepared for performing Firmware Update. 
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Next ï remove 4 screws on bottom of adapter to expose the SD card Slot 

 

 
 

 

Insert SD card into socket located between the multi-board stack. The Socket is spring 

loaded so inset by pushing in till it locks in place. 

 

 
 

SD Card can be removed by first pushing in to unlock spring to eject card. 
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Now, power cycle the adapter by removing the Ethernet cable and NMEA 2000 Cable so 

no cables are attached.  

 

Very important that the Ethernet cable is unplugged during firmware update. 

 

Then attach only the NMEA 2000 cable to power the device. 

 

 
 

As the firmware update process begins, the four LEDs on the left of the Ethernet 

connector will light up from the bottom till all four are on solid when completed 

 

When the adapter recognizes the SD card has both Firmware Files it will flash the Second 

LED (SDWrite) as it reads the files into memory. 

 



  ANSS022 – SeaSmart Firmware update 

support@seasmart.net version 101614 www.helmsmart.net 
Brookings, OR 97415  www.seasmart.net 
 

 
 

After FW files are read from SD card ï the update process will begin and the second and 

third LEDs will flash as the process continues. This will take over a minute to complete 

 

 

 
 

If the update process encounters and error ï the three LEDs will stop and become solid 

ON to indicate an error. 

 

 
 

If this happens, the Firmware files will not be erased from the SD card and the process 

will attempt again when the adapter is power cycled. 
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If update is successful, all four LEDs will be solid ON and FW files erased from SD card 

to prevent another update attempt. Adapter must be power cycled to restore normal 

operation. 
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After a firmware update is performed, it is recommended to update the Web Server Files 

also. 

 

The firmware download .zip file will also contain a Web Server .bin file which can be 

loaded from the SeaSmart adapter Web configuration page. 

 

 
 

 

Refer to the SeaSmart Web Server App Note SSAN023 for additional details. 

 

 


